SITE PLANS
FOR
SOUTH KINGSTOWN NURSING & REHABILITATION CENTER
BASEMENT ADDITION

A.P. 9, LOT 59
2115 SOUTH COUNTY TRAIL
SOUTH KINGSTOWN, RHODE ISLAND 02892

OWNER / APPLICANT:
HEALTH CONCEPTS, LTD.
359 BROAD STREET
PROVIDENCE, RHODE ISLAND 02907

DATE: AUGUST, 2021

PREPARED BY:

JOB NO. 7352-00

ZONING TABLE

<table>
<thead>
<tr>
<th>ZONING DISTRICT</th>
<th>A.P. 9 LOT 59</th>
<th>ZONING TABLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>ZONING DISTRICT</td>
<td>R-80 RURAL RESIDENTIAL LOW DENSITY DISTRICT</td>
<td></td>
</tr>
</tbody>
</table>

LEGEND:

- Existing Soils
- Existing Water Body
- Existing Vegetation
- Existing Historic Elements
- Existing Drainage
- Existing Utilities
- Existing Excavations
- Extant Solar Shading

SP-2

SOUTH KINGSTOWN NURSING & REHABILITATION CENTER
SITUATED ON 2115 SOUTH COUNTY TRAIL
SOUTH KINGSTOWN, RI

PREPARED FOR HEALTH CONCEPTS, LTD.
P.O. BOX 6145
PROVIDENCE, R.I. 02940
TEL. 401-273-6000

GAROFALO & ASSOCIATES, INC.
CIVIL & STRUCTURAL ENGINEERS/SURVEYORS
LAND PLANNERS/ENVIRONMENTAL SCIENTISTS
85 CORLISS STREET

THIS PLAN HAS BEEN COMPILED FROM RECORD DATA FOR PURPOSES OF SUPPORTING A SPECIAL PERMIT MODIFICATION APPLICATION FOR THE PROPOSED BUILDING ADDITION INDICATED REFER TO SHEETS C-1 TO C-4 FOR DETAILED PROJECT CONSTRUCTION INFORMATION.
**CONSTRUCTION ADDITION FOR SOUTH KINGSTOWN NURSING & REHABILITATION CENTER**

_SITUATED ON 2115 SOUTH COUNTY TRAIL_  
_SOUTH KINGSTOWN, RI_

**PREPARED FOR**

_HEALTH CONCEPTS, LTD._  
_P.O. BOX 6145_  
_PROVIDENCE, R.I. 02940_  
_TEL. 401-273-6000_

**GAROFALO & ASSOCIATES, INC.**  
_CIVIL & STRUCTURAL ENGINEERS/SURVEYORS_  
_LAND PLANNERS ENVIRONMENTAL SCIENTISTS_  
_85 CORLISS STREET_

---

**BASEMENT ADDITION CONSTRUCTION DETAILS**

**C-3**

**COMPOST SILT SOCK**

**STOCKPILE PROTECTION**

**ACCEPTABLE FILL MATERIALS: SC-740 CHAMBER SYSTEMS**

**PLEASE NOTE:**

1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: “CLEAN, CRUSHED, ANGULAR NO. 4 (AASHTO M43) STONE”.

2. AS AN ALTERNATE TO PROCTOR TESTING AND FIELD DENSITY MEASUREMENTS ON OPEN GRADED STONE, STORMTECH COMPACTION REQUIREMENTS ARE MET FOR ‘A’ LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9” [229 mm] (MAX) LIFTS USING TWO FULL COVERAGES WITH AN APPROPRIATE COMPACTOR.

---

<table>
<thead>
<tr>
<th>MATERIAL LOCATION</th>
<th>DESCRIPTION</th>
<th>MATERIAL PROPERTY</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

---

**FOUNDATION STONE BELOW CHAMBERS FROM THE SUBGRADE UP TO THE FOOT (BOTTOM) OF THE CHAMBER.**

**EMBEDMENT STONE SURROUNDING THE CHAMBERS FROM THE FOUNDATION STONE (‘A’ LAYER) TO THE ‘C’ LAYER ABOVE.**

**FILL MATERIAL FOR LAYER ‘C’ STARTS FROM THE TOP OF THE EMBEDMENT STONE (‘B’ LAYER) TO 18” [457 mm] ABOVE THE TOP OF THE CHAMBER.**

**NOTE THAT PAVEMENT SUBBASE MAY BE A PART OF THIS LAYER.**

**FILL MATERIAL FOR LAYER ‘D’ STARTS FROM THE TOP OF THE ‘C’ LAYER TO THE BOTTOM OF FLEXIBLE PAVEMENT OR UNPAVED FINISH GRADE ABOVE.**

**NOTE THAT PAVEMENT SUBBASE MAY BE PART OF THIS LAYER.**

---

**CONCRETE SIDEWALK**

---

**COMPOST SILT SOCK**

---

**STOCKPILE PROTECTION**

---

**CONCRETE SIDEWALK**