This plan set must not be used for construction purposes unless stamped 'Issued for Construction' and stamped by a registered Professional Engineer of DiPrete Engineering. DiPrete Engineering only warrants plans on a DiPrete Engineering title block stamped by registered Professional Engineer of DiPrete Engineering. DiPrete Engineering does not warrant plans by any other party.

The contractor is responsible for all of the means, methods, safety precautions and requirements, and OSHA conformance in the implementation of this plan and design. Existing utilities shown on this plan are approximate only. DiPrete Engineering assumes no responsibility for damages incurred due to locations of existing utilities. See 'Utility Note' on sheet 3.

**Site Layout Plan**

**Scale:** 1" = 40'

**Total Ladder Truck**
- **Overall Length:** 38.400ft
- **Overall Width:** 8.250ft
- **Overall Body Height:** 10.432ft
- **Min Body Ground Clearance:** 0.862ft
- **Track Width:** 8.000ft
- **Lock-to-lock time:** 6.00s
- **Max Wheel Angle:** 40.00°

**PAVEMENT (TYP)**

**MCVWPWEM BGCEJ RQCF**

(VARIABLE WIDTH PUBLIC RIGHT OF WAY)

**PR BUILDING (TYP)**

**PR FIRE HYDRANT**

**225' CRMC CONSTRUCTION SETBACK**

**200' SETBACK**